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PRECAST CONC. LID

50mmØ PVC PIPE VENT

ENCASE VALVE WITH 50mm THICK

RIDGED BLUE STYROFOAM SM.

WRAPPED IN DUCT TAPE.

FILL ENCASEMENT WITH STYROFOAM

CHIPS FOR ADDED FROST PROTECTION.

DWG. NO.:  W6-B

AIR RELIEF STATION - SPECIAL CASE

RESORT MUNICIPALITY of WHISTLER

SCALE:  N.T.S.

DRAWN BY:  BL
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STANDARD

BASE

DOUBLE STRAP STAINLESS

STEEL SADDLE.

"CURB STOP" STYLE

BALL VALVE

NOTES:

- ALL "WATER CONTACT" FITTINGS TO BE BRASS OR OTHER APPROVED MATERIAL.

- NO BLACK IRON OR GALVANIZED PIPE OR FITTINGS.

- APPLY AN APPROVED CORROSION PROTECTION SYSTEM TO ALL BURIED FERROUS FITTINGS, FLANGES, FASTENERS, ETC.

  SUCH AS “DENSO” PETROLATUM TAPE SYSTEM; INCLUDING PASTE, PROFILING MASTIC AND TAPE AS PER MANUFACTURER'S

  INSTRUCTIONS, OTHER CORROSION PROTECTION SYSTEMS MAY BE USED UPON APPROVAL OF THE RMOW.

20MPa CONCRETE BASE

100mm GRANULAR PIPE BEDDING

COMPACTED TO 95% MPD

TRACER WIRE SHALL BE

INSTALLED PER THE

MANUFACTURER'S

SPECIFICATIONS

WRAP PIPE WITH

12mm FLEXCELL

THROUGH MANHOLE

WALLS.

 1.0m³ +/- DRAIN ROCK
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