
AS REQUIRED TO SPAN DITCH

MAXIMUM CULVERT LENGTH AND/OR

DRIVEWAY WIDTH=11.0 METRES

DRAINAGE SWALE

DRIVEWAY (SEE NOTE)

AS SPECIFIED

DWG. NO.:  S15

DATE:  SEPTEMBER 2012

DRIVEWAY CULVERT & HEADWALL

RESORT MUNICIPALITY of WHISTLER

SCALE:  N.T.S.

DRAWN BY:  BL/JD

CONCRETE

HEADWALL

EDGE OF

PAVEMENT

ROAD SHOULDER

WING WALLS IF

REQUIRED TO

CONTAIN SLOPE

NOTE:

ALL DRAINAGE FROM DRIVEWAY AND

PRIVATE PROPERTY TO BE DIRECTED

TO DITCH BY CROWN AND /OR SWALE.

NO DRAINAGE TO STREET .

ONLY ONE (1) DRIVEWAY ACCESS

PERMITTED PER RESIDENCE .

PLAN VIEW
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AS SPECIFIED

1
.
0

m

M
I
N

.

L
 
O

F
 
R

O
A

D

C

ELEVATION

CONCRETE WALL > 1.2 METRE HEIGHT - 250mm THICK

CONCRETE WALL < 1.2 METRE HEIGHT - 200mm THICK
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CULVERT, SIZE AS REQUIRED

25mm BELOW ROAD

AT SHOULDER

REINFORCED WITH 10mm BARS

@ 300mm SPACING EACH WAY
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