
PIPE DIA. FOR PIPE SIZE

& MATERIAL SEE PLAN

TIE-RODS c/w

NUTS & WASHERS

CONCRETE ANCHOR WALL

20 MPa CONCRETE

REINF. 15 Ø @ 300 E.W. E.F.

EXCAVATION FOR ANCHOR WALL

SHALL BE BY HAND.  GROUND

IN CONTACT WITH WALL SHALL

NOT BE DISTURBED.

NOTE:

APPLY AN APPROVED CORROSION PROTECTION SYSTEM TO ALL BURIED FERROUS FITTINGS, FLANGES, FASTENERS, ETC.

SUCH AS “DENSO” PETROLATUM TAPE SYSTEM; INCLUDING PASTE, PROFILING MASTIC AND TAPE AS PER MANUFACTURER'S

INSTRUCTIONS, OTHER CORROSION PROTECTION SYSTEMS MAY BE USED UPON APPROVAL OF THE RMOW.

 125x  125x  16x  660LG.

125 x 125 x 13 x 560 LG.

90 x 90 x 10 x 450 LG.

75 x 75 x 8 x 350 LG.

DIMENSION SCHEDULE
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TAPPED CAP DETAIL
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PIPE BELL O.D.

+ (2 x B)

FOR STANDPIPE

SIZE SEE PLAN

DRILL 6mm LARGER.

DWG. NO.:  W12-C

STANDARD CAP THRUST ANCHOR

RESORT MUNICIPALITY of WHISTLER

C 230 x 30 x 560 LG.

C 310 x 37 x 660 LG.

SCALE:  N.T.S.

DRAWN BY:  BL

C 200 x 21 x 450 LG.

C 150 x 19 x 350 LG.
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