
LOCATION OF COVER

AND RUNGS TO

SUIT MUNICIPAL

STANDARDS

MANHOLE BASE

REINFORCED WITH

152x152 MW11.1 x

MW11.1 W.W.M.

WHERE POSSIBLE USE

HALF SECTIONS, OR

BREAK OUT TOP HALF

OF PIPE

STEEL TROWEL FINISH

ON SURFACE

SECTION A-A

DROP MANHOLE TYPE I

CONCRETE PLACED

ON UNDISTURBED

SOIL.

150 MIN.
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SECTION A-A

DROP MANHOLE TYPE II
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CONCRETE PLACED

ON UNDISTURBED

SOIL.

150 MIN.

75 MIN. CONC.

COVER ON BELL

FLOW THROUGHS
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PLAN AT "X-X" SHOWING DROP
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WHERE M.H. BASE EXCAVATION EXTENDS BEYOND BASE DIMENSION,

THE OVER EXCAVATION SHALL BE FILLED WITH CONCRETE TO 100 BELOW

THE BOTTOM OF THE PIPE AND FOR THE WIDTH OF THE TRENCH.

PRECAST REINFORCED CONCRETE BARREL

CONC

GROUT

12 R

SECTION B-B

TYPICAL MANHOLE

INVERT CHANNELLING IN MANHOLE

DWG. NO.:  S1

STANDARD MANHOLE DETAILS

RESORT MUNICIPALITY of WHISTLER

CONCRETE BASE

SCALE: N.T.S.

DRAWN BY:  BL

7
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DEPTH OF BEDDING

MATERIAL 100

SLOPE 8:1

BOTH SIDES

TO MEET ASTM C-478

AND C-497 LOAD AND

MANUFACTURING REQUIREMENTS

RUNG DETAIL
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MINIMUM SLOPE 1:8

BOTH SIDES

19Ø STEEL GALV.

RUNGS AT 300 c/c.

CAST IN WALL OF

BARREL SECTION

CONC. BENCHING

SEE DETAIL BELOW
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FLOW THROUGHS

PROVIDE PLUGGED

STUB FOR ALL

FUTURE EXTENSIONS

MANHOLE COVER AND FRAME.

M.H. COVER TO SUIT GRADE

OF ROAD SURFACE

50

BRICK FILLER RING.

MORTAR IN AND OUT.

BUILD UP TO SUIT GRADE.

TWO LAYERS MIN 125

FOUR LAYERS MAX 250.

2 - 300 SECTIONS

REQUIRED
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400

20

MORTAR

1050 DIA.

19Ø

STEEL

PLAN

ALL PIPES TO BE

GROUTED FLUSH

WITH INSIDE OF

MANHOLE WALL.

SPOOL PIECE

JOINT 1.0m

FROM MH WALL

B

R.

525

1475

1
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7
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500mm MAX

PRECAST REINFORCED

CONCRETE BARREL

RUBBER SEAL OR

MASTIC SEAL; JOINTS

GROUTED INSIDE

AND OUTSIDE

MORTAR IN

OPENINGS

CONCRETE COVER SLAB

TO BE REINFORCED TO

MEET H2O LOADING

REQUIREMENTS

LOCATION OF COVER

AND RUNGS TO

SUIT MUNICIPAL

STANDARDS

B

NOTE: NO INSIDE DROP

           MANHOLES PERMITTED

150 MIN.

150 MIN.
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