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WELDED 3/8in

(9.4mm) CHAIN

TO INGROUND TUBE
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RECEPTICLE IS

SCHEDULE 40 4in

(100mm) I.D.

OPEN END WILL

ALLOW DRAINAGE

MEDIUM DRAINAGE

WELDED PIECE OF

REBAR FOR CONCRETE

PAVEMENT "DEAD-FLUSH" WITH

TOP OF INGROUND TUBE
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VALLEY TRAIL POST

WELDED CAP

POP RIVETS

DWG. NO.:  R9

DATE:  JANUARY 2003

VALLEY TRAIL POSTS

RESORT MUNICIPALITY of WHISTLER

SCALE:  N.T.S.

DRAWN BY:  BL
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1.5in x 0.25in x 4in

(37 x 6 x 100)mm

TAB w/3/8in (9mm)

HOLE IN TOP 1/3

GRADE

4in (100mm) I.D. SCHEDULE 40 PIPE w/CUP OR PIPE

PIECE FOR WINTER STORAGE OF CHAIN FOR SNOW PLOWING.

PLAN VIEW OF INGROUND TUBE

FLUORESCENT ORANGE

TRAFFIC MARKER TUBES

AS SUPPLIED BY

INTER PROVINCIAL

TRAFFIC SIGNS LTD.

POP RIVETED TO 3.5in

O.D. SCHEDULE 40

PIPE w/3/4 x 3/16in

POP RIVETS.

REFLECTIVE STRIPES


