
SADDLE LOCATED ON WELL DISCHARGE 1.5m

FROM PITLESS ADAPTER UNIT (CONFIRM LOCATION

OF SAMPLING BOX WITH ENGINEER IN FIELD)

FINISHED GRADE

DWG. NO.:  W13

WATER SAMPLING STATION

RESORT MUNICIPALITY of WHISTLER

SCALE:  N.T.S.

DRAWN BY:  BL
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LENGTH TO SUIT

MINIMUM 0.3m OF

20Ø DRAIN ROCK

BRICK TO ACCEPT

VALVE BOX FOOT

19Ø BRASS ELBOW

(F.I.P. x F.I.P.)
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0

0

19Ø COPPER

PIPE

DRAIN VALVE

6Ø COPPER TUBING

PROVIDE 75Ø

SLEEVE FOR 19Ø

BRASS PIPE

2-15M

EACH WAY

1.07m x 0.61m EXPOSED AGGREGATE PRECAST MANHOLE SECTION

(FILL WITH DRAIN ROCK)

FIELD LOCATE AS APPROVED BY THE ENGINEER

ALUMINUM HOUSING WITH PADLOCK HASP

KUPFERLE SAMPLING STATION (ECLIPSE #88 OR APPROVED EQUAL)

CORROSION COATED TELESCOPING

VALVE BOX c/w ROD AND FOOT PIECE

19Ø STOP AND

DRAIN CURB VALVE

19Ø COPPER PIPE

SERVICE

SADDLE

19Ø M.I.PxM.I.P

COPPER NIPPLE

NOTE:

APPLY AN APPROVED CORROSION PROTECTION SYSTEM TO ALL BURIED FERROUS FITTINGS, FLANGES, FASTENERS, ETC.

SUCH AS “DENSO” PETROLATUM TAPE SYSTEM; INCLUDING PASTE, PROFILING MASTIC AND TAPE AS PER MANUFACTURER'S

INSTRUCTIONS, OTHER CORROSION PROTECTION SYSTEMS MAY BE USED UPON APPROVAL OF THE RMOW.

SEE DRAWING W2b FOR TRACER

WIRE DETAIL AND NOTES

DATE:  JANUARY 2018


