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No lip for the gutter

SECTION A - A

Refer to C2 - Concrete Sidewalk

and C4 - Curb and Gutter Section

for additional information.

DOUBLE CURB RAMP

NOTE

1.   Refer to Section 03 30 20 of the Master Municipal Construction Document for detailed specifications.

2.   When the sidewalk is separated from the curb by a boulevard, the concept of this detail is to be

      incorporated into the design.

3.   Tactile warning strip to be 24"x36" Herculite Series, as supplied by Armour Tile, or approved equal.

      Colour to be "Federal Yellow" (Armour Tile Colour No. 33538).

4.   Where 1.0m is not available between the concrete pads continue the gutter section through to the farside

      of the second pad.

5.   The gutter section is to match the width of the crosswalk (Valley Trail Crossings are a standard 3.0m wide)

      The transition curb is to start on the out side of the crosswalk area.

10mm

SCORE LINE DETAIL

5mm

Score lines in new concrete

curb ramps shall be finished

with smooth rounded edges.

Type "A" or "B"

rollover curb (control

joints as required by

standard drawing C4)

32 MPa Concrete

sidewalk with

medium broom finish

CB upstream

Crosswalk

1.0m min

(See Note 4)

Directional score lines, 150mm apart

Min 1200mm

clearance

150mm - 200mm

Tactile warning strip

(see note 3)

Ramp Flairs

(1:10 - 1:15)

Where Req'd

Min  600mm

Control Joints

A

A

Width Varies

(See Note 5)

1.0m Transition from Gutter

Section to standard curb type


